ENCLOSED LOUDSPEAKER SYSTEM SPECIFICATION 


SYSTEM DESIGN 


6.5 INCH 2 WAY SPEAKER SYSTEM 
WITH MONOPOLE TWEETER 


CAT.NO. 
MODEL NO 


40-4095 
6.5" IN WALL 


1. OVER-ALL 


NETWORK 


1-1. 

FREQUENCY RESPONSE 

65 

Hz * 25 

kHz (-10 dB; 

1-2. 

SYSTEM RESONANCE 

55 

Hz +/- 20 % / IV 


13 

CONTROL 





1-4 

CROSSOVERTYPE 

L-C 

CUT NETWORK 


1-5. 

CROSSOVER FREQUENCIES 

3k 

Hz , 

Hz , 

Hz 

1-6. 

IMPEDANCE 

8 

Ohms at 

250 

Hz +/- 15% 

1-7. 

POWER CAPACITY 

60 

W (RMS.) 


W MAX. (El A) 

1-3. 

SOUND PRESSURE LEVEL 

88.0 

dfJ +/- 2 dB (W/m) 



3.9UF/S0V 


IT 

<1 


at 15G.400 p 1k r 1.5k ,5k, 1QK BzAve. 


-m- 


1 OmH 


t +■ 


<1 


Tw 


Wc 


1-9 NET WEIGHT 


4.48 Lbs. ( 2.Q3 kg) 


2. ENCLOSURE 


2-1, TYPE 


IN WALL 


5. 

5-1. 


2-2. HEIGHT: 313 m/m , WIDTH : 229 m/m , DEPTH : 


90 


m/m 


5-2, 


TWEETER 

TYPE 

DIAMETER 


LINAEUM MONOPOLE (WITH FERRO FLUID] 
3x3.5 INCH 


2-3 MATERIAL AND 
THICKNESS 


PLASTIC 


5-3. DIAPHRAGM MATERIAL 


POLYPROPYLENE FILM 


2-4. FINISH 


2-5. GRILLE COLOR : WHITE 


WHITE (UV R ESIS TANT ) 


MATERIAL PUNCHED METAL 


3. WOOFER 


5-4. 

5-5. 

5-B. 

5-7. 


CONE MATERIAL 


VOICE COIL DIAMETER 


38mm x 20mm x 65u 


VOICE COIL IMPEDANCE 


MAGNET TYPE 


3-1 TYPE 


CONE 


5-0. MAGNET WEIGHT 


6 Ohms at 3k Hz 

( 44 x22 x T10 mm ) x2 , Strontium 
47 g { 1.64 Qz) x2 


3-2 

3-3. 


DIAMETER 


6.5 INCH 


RESONANCE 


60 


Hz 




3-4 SUSPEN5FON 


UP ROLLED FREE EDGE 


3-5 CONE MATERIAL 


PAPER (LAMINATED CONE 


3-6. 

3-7. 

3 - 0 . 


VOICE COIL DIAMETER 
VOICE COIL IMPEDANCE 


1 

G 


INCH 
Ohms at 


6 - 1 . 

6 - 2 . 

6-3. 

6-4 _ 


TYPE 


DIAMETER 
DIAPHRAGM MATERIAL 
CONE MATERIAL 


ZOO Hz 


MAGNET TYPE 


QD 


SO 


xT 15 mm /0D 


xT 


VOIC E COIL DIAMETER 
VOICE COIL IMPEDATJCE 



3 9. MAGNET WEIGHT 


282.7 g ( 9.97 Qz}/ 


Oz} 



4. MIDRANGE 

1 4-1. TYPE 
4 2 DIAMETER 
4-3 DIAPHRAGM MATERIAL 
4. 4. CONE MATERIAL 
4 - 3 . VOICE COIL DIAMETER 
4-6 VOICE COIL I MgEPANCE 
4 7 MAGNETTfPE OO 



MAG^ETTYPE 
*G NET WEIGHT 


OD 


xT 


INCH 
Ohms at 

mm /OD 


xT 


g ( 


Oz) / 


g ( Oz) 


7. OPERATION (SI na Wave) 


3,5 Vat 250 Hz 


8. SPECIAL FEATURE 


Ohms at 


xT 


mm i QD 


XT 


mm 


